


C
A

R
B

O
N

 X
filter system

Gresham Way, Reading, 
Berkshire RG30 6AW UK 
Telephone: +44 (0)118 941 3121   
Fax: +44 (0)118 943 1221    
Email: filtration@flowtechfh.com   
Website: www.flowtechfh.com

Distributed to the food industry by:

E A S Y D O E S I T

A quarter-twist of the cartridge activates a
fail-safe water valve, tested to 500 psi (35 bar).
You can now remove and replace the cartridge
- a simple, leak-free operation that takes less
than a minute.

I N S T A L L A T I O N

The Carbon X head is tapped 3/8th inch
BSPF ready for a variety of industry standard
plastic fittings, either traditional threaded or
‘snap fit’ connectors.

C A R T R I D G E S

The Carbon X range of filter cartridges are
based around carbon blocks manufactured
using advanced extrusion technology. These
high quality blocks are of superior 
performance and exceed the chlorine and voc
reduction capacity of typical granular 
activated carbon filters. Carbon block 
technology means no channelling, no by 
passing and no release of carbon fines.

Carbon X cartridges are available in two 
specifications - the Premium Quality range
and the Ultrafine Quality range.

The Premium range incorporates 1 micron 
filtration with high absorbtion and chlorine
reduction capacities for standard applications
whilst the Ultrafine range utilises enhanced 

1 micron filtration capability, providing high
quality filtered water specifically developed for
both food service application and point of use
drinking water application.
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