


Micro CELL SsYSTEM 170

Comprises Micro Cell Type 70 membrane
with Carbon X Ultrafine cartridge. System
supplied complete with ‘quick disconnect’
fittings for easy maintenance and
replacement.

Approximate effective service life 7000
litres, initial flow 4 litres per minute at

40 psi. Maximum operating pressure 75 psi
non shock.

The Micro Cell system

Micro Cell systems are available ina
number of different formats according
to the flow and volume throughput
Bacteria requirements. Due to the variation in
the quality and quantity of micro
particles found in water, the life

Retention capability expectancy of the disposable Micro Cell

of Micro Cell systems Viruses cartridge will depend on the local water
for bacteria conditions and level of pre filtration.
The flow rates indicated decrease during
Micro-filtration Ultra-filtration use and cartricges require replacement
with Microcell when flow is reduced to an unacceptable
level.

In this example, an MC membrane would remove >99.9999999% of all bacteria, thus absolutely
minimising the risk of bacterial infection, as confirmed by independent laboratories.

The MC membrane removes in excess of 1 million times more organisms or particulate matter than the
highest rated carbon blocks or ceramic filters.

SIMPLE CARTRIDGE REPLACEMENT

Replacement of both the Carbon X cartridge and the Micro cell is an easy job. The Carbon X is simply
removed by a quarter turn which disconnects the cartridge and isolates the water supply. Disconnect the
fittings to the Micro cell membrane, unscrew the end caps and replace with a new unit. Re-connect the
fittings, insert a new Carbon X cartridge and the system is back in action.

Distributed to the food industry by:

FLOWTECH
Fluid Handling

Flowtech: & & B
Gresham Way, Reading,

Berkshire RG30 6AW UK
Telephone: +44 (0)118 941 3121
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