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Connection Inlet type

3/8” BSPM Pipe Thread body

1/4” BSPM Pipe Thread body

3/8” BSPM Pipe Thread insert

1/4” BSPM Pipe Thread insert

3/8” BSPM Pipe Thread insert Valved

1/4” BSPM Pipe Thread insert Valved

3/8” Tube In Line compression body

1/4” Tube In Line compression body

3/8” Tube In Line compression body Valved

1/4” Tube In Line compression body Valved

3/8” Tube Elbow compression insert

1/4” Tube Elbow compression insert

3/8” Tube Elbow compression insert Valved

1/4” Tube Elbow compression insert Valved

3/8” Tube In Line compression insert

1/4” Tube In Line compression insert

3/8” Tube In Line compression insert Valved

1/4” Tube In Line compression insert Valved

3/4” BSPF Pipe Thread insert

1/4” Stem Pipe Thread insert 
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Connection Inlet type

In Line Hose Barb body

In Line Hose Barb body Valved

Elbow Hose Barb body

In Line Hose Barb Insert

In Line Hose Barb Insert Valved

Elbow Hose Barb Insert 

Elbow Hose Barb Insert Valved 

All hose Barb fittings are suitable for use with Aquavend 6 or similar hose.

Materials Coupling Colour White  Acetal
Latch Colour Grey Acetal

Seals Buna-N
Valve Spring 316 Stainless Steel
Valve Acetal
Lubricants Silicone, others available
Working Pressure Vacuum to 120 PSI, 8.3 bar
Operating Temperature -40OC to +82OC (-40OF to +180OF) continuous
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